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The performance of the product identified above is
This declaration of performance is issued, in accordance with
the manufacturer identified above.
Signed for and on behalfofthe manufacturer by:

Salavat Russia
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in conformity with the set of declared performances.
Regulation (EU) No 3051201I, under the sole responsibility of

Director of

EHK 048073601, do Ns 30101810300000000601

:(

DCLARATION OF' CONF'ORN
No.028-2021111

Unique identification code of the
product-type:

Glass with low-emissivity coating (class C)

Lrtended use Buildings and construction works

Manufacturer: "Salavatsteldo" JSC
lndustrialnaya str. 18, Salavat, Republic of Bashkortostan, Russia 453253

Harmonised standart EN 1096-4 Glass in buildine - Coated slass. - Part 4. Product standard
AVCP svstem: J

Notified bodv: IKATES, s.r.o. - Laboratory for glass and buildine products testins Testing laboratorv No I139
Test reDorts No. : I 394-CPR-95B/20 I 7. No. : I 3 94-CPR-95 Cl20l7 I No.: 1394-CPR-150B/2021

Characteristicsr Standart Low-E Standart ST"
4mm 6mm 4mm

Resistance to fire NPD NPD NPD
Reaction to fire Al* A1* A1{'
External fire behavior NPD NPD NPD
Bullet resistance NPD NPD NPD
Explosion resistance NPD NPD NPD
Burglar resistance NPD NPD NPD
Pendulum body impact resistance NPD NPD NPD
Resistance against sudden temperature changes and
temperature differentials

40K

Resistance against wind, snow, permanent load
atdlor imposed loads

45' 106 Pa

Direct airborne sound reduction NPD NPD NPD
Thermal properties NPD NPD NPD
Durabilitv PASS PASS PASS
Chemical analvsis PASS PASS PASS
Radiation pronerties:

Light transmission and reflection (w l pv lpv) 0,87/0,05/0,07 0,85 / 0,05 /0,07 0,85/0,06i0,08

Solar energy characteristics (g) 0,6610,65 0,64 /0,63 0,64 10,63

Normal emissivity en / corrected emissivity e

(emissivitv value)
0,032 / 0,039 0,034 1Q,042 0,032 10,035

JSC


