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DECLARATION OF CONFORMITY

No.007-2019105

identified above is in conformity with the set of declared performances.
in accordance with Regulation (EU) No 305n011, under the sole responsibility of the manufactur-

The performance of the product
This declaration ofperformance is issued,
er identified above.

Signed for and on behalfoftle manufacturer by:

Salsvat
Russia

2019105120

Unique identification
code ofthe product-
tvne:

Thermally toughened float glass

Intended use Buildings and consfuction works

Manufacturer:
"Salavatsteklo' JSC

Industrialnaya str, 18, Salavat,
Republic of Bachkortostan, Russia 453253

Authorised representa-
tive:

SOKOL TRANS GROUP SP z o.o.
Polska, Lublin, 20-026,

Fryderyka Chopina, l5ll 5A
Phone No: +4888429005 1, Email: sokoltransgroup@gmail.com

Harmonised standart

EN 12150-2
Glass in building - Thermally toughened soda lime silicaty safety glass- Part2: Evaluation of con-
formitv/ Product standard

AVCP system: a
J

Notified body:
IKATES, s.r.o. - Laboratory for glass and building products testing Testing laboratory No 1394 Test report No.:
24 / 2019

Characteristics: Performance
4mm

Resistance to fire NPD
Reaction to fire Al,f
Extemal fire behavior NPD
Bullet resistance NPD

Explosion resistance NPD

Burglar resistance NPD
Pendulum bodv imoact resistance l(c)1
Resistance against sudden temperafure changes and temperature differentials 200K

Resistance against wind, snow, permanent load and/or imposed loads (bending strength test) 4mm
Ditect airbome sormd reduction NPD
Thermal orooerties NPD
Fragmontation test PASS

Radiation properties:

Light trans4ission and reflection PASS

Solar enersv characteristics PASS

/oeAePu--
iN -a-arr b Y

Etatgl{ )'"

{or oeB9J

S.A.


